
KS1000 Optimo / LPCB Insulated wall panel vertically laid

AWP filler bedded on gun grade sealant

4mm Ø butyl rubber sealant

Air seal - 6mm bead of gun grade sealant 

20 x 3mm butyl rubber sealant

Verge flashing, with 150mm sealed butt straps 

Profiled filler bedded top and bottom on gun grade sealant

Air seal - 6mm diameter butyl rubber sealant

Air seal - 6mm diameter butyl rubber sealant

Any joints in the parapet rail to be sealed using

Stitching screws with minimum 14mm diameter non

ferrous EPDM backed washer fitted at every crown

Site applied LPCB certified PIR insulation board 
any gaps filled with fire rated canister insulation 

film backed butyl tape applied 
over any breaks in supporting secondary 

steelwork to give a continuous bearing face  

Stitching screws with minimum 14mm diameter non

ferrous EPDM backed washer fitted at maximum 450mm centres

KS1000 LP / LPCB Insulated roof panel

Kingspan multibeam purlin 

Low profile stitching screws with minimum 14mm diameter non-ferrous 
EPDM backed washer fitted at maximum 450mm centres

KS1000 RW / LPCB Insulated wall panel, vertically laid

Internal flashing with 150mm overlap 
sealed with film backed butyl tape or gun grade sealant

Parapet flashing, with 150mm sealed butt straps

Site applied LPCB certified PIR insulation board 
any gaps filled with fire rated canister insulation 

Self-drilling self-tapping primary fixings with minimum 16mm 
diameter non-ferrous EPDM backed washer 

Self-drilling self-tapping primary fixings with minimum 16mm 
diameter non-ferrous EPDM backed washer 

Self-drilling self-tapping primary fixings with minimum 16mm 
diameter non-ferrous EPDM backed washer 

Gun grade sealant to panel joint
inline with internal air seal

Gun grade sealant to panel joint
inline with internal air seal

Gun grade sealant to panel joint
inline with internal air seal
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Vertical AWP Start
KS1000 LP Verge Parapet

20 x 3mm butyl rubber sealant

Verge flashing, with 150mm sealed laps

Stitching screws with minimum 14mm diameter non
ferrous EPDM backed washer fitted at maximum 450mm centres

20 x 3mm butyl rubber sealant

Stitching screws with minimum 14mm diameter non

ferrous EPDM backed washer fitted at maximum 450mm centres

Verge zed support, with 150mm sealed laps

Alternative verge flashing  detail

Air seal - 8mm diameter bead of gun grade sealant


