Notes:

KS1000 LP / LPCB Insulated roof panel

Fix cover cap with low profile stitching screws with minimum
14mm diameter non-ferrous EPDM backed washer

Self-drilling self-tapping primary fixings with minimum 16mm
diameter non-ferrous EPDM backed washer

In situ weathering by specialist sub - contractor

(under cover caps)

Gun grade sealant to panel joint

. S inline with internal air seal
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TECHNICAL SERVICES

Air seal - 8mm diameter bead
of gun grade sealant %
Kingspan Limited
Greenfield Business Park No. 2, Greenfield,
Holywell, Flintshire, CH8 7GJ, UK

Air seal - 8mm diameter bead
www.kingspanpanels.co.uk
t: 0800 587 0090
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of gun grade sealant
Internal apron flashing with 150mm overlap sealed with s o2 et
\/ film backed butyl tape or gun grade sealant www.kingspanpanels.je
\ t: 00353 42 96 98529
/ Site applied LPCB certified PIR insulation board Glent
any gaps filled with fire rated canister insulation
Project

Kingspan multibeam purlin

Drawing
KS1000 LP Change in
Pitch, Shallow to Steep
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This drawing is the property of Kingspan and
may not be reproduced in any way without
written consent from Kingspan.




