
75mm

Highline type gutter

Gutter support arm at 1000mm centres

9mm x 3mm butyl rubber sealant

20 2035

Air Seal - Gun grade sealant across male panel joint

Air seal - 6mm bead of gun grade sealant 

External weather sheet turned down where roof pitch is below 4 degrees after deflection

200mm fixing centres

 Kingspan multibeam eaves beam film backed butyl tape applied over any 

breaks in supporting secondary steelwork to give a continuous bearing face  

KS1000 LP / LPCB Insulated roof panel

Self-drilling self-tapping primary fixings with minimum 16mm 
diameter non-ferrous EPDM backed washer 

Self-drilling self-tapping primary fixings with minimum 16mm 
diameter non-ferrous EPDM backed washer 

KS1000 Optimo / LPCB insulated wall panel vertically laid

Cutback

Stitching screws with minimum 14mm diameter non

ferrous EPDM backed washer fitted at 1000mm centres

Stitching screws with minimum 14mm diameter non

ferrous EPDM backed washer 6 number per support arm

6 no stitching screws with minimum 14mm diameter non

ferrous EPDM backed washer

Site applied fire rated canister insulation

Gun grade sealant to panel joint inline with internal air seal
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Eaves, Vertical AWP
KS1000 LP Highline

Air seal - 8mm diameter bead of gun grade sealant


