Air seal - Bead of gun grade sealant

Louvre fixing at maximum 1000mm centres

Kingspan KS Integrated Louvre

Kingspan KS600/900/1000 AWP

& Optimo - horizontally laid Birdguard or insect mesh rivetted to rear of frame

Horizontal support by steel sub-contractor o/

MINIMUM BEARING atTm

Aluminium spacer to suit panel thickness/\':@

Integrated head section
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Birdguard or insect mesh rivetted to rear of frame

KS Integrated Louvre

7

Air seal — EPDM bubble gasket
95 x 10mm Kingspan Ref: VJ2

Air seal — gun—grade sealant to maleNgin

AWP joint filler and gun grade sealant

Integrated cill section

Panel fixing at maximum 1000mm centres

Horizontal support by steel sub-contractor

MINIMUM BEARING ssrm

Air seal - Bead of gun grade sealant

Min. Steel bearing face 130mm

Vertical support by steel sub—contractor

35mm ‘

PIR board insulation with fire rated
canister applied insulation to fill
any gaps if required to maintain
continunity of insulation

Birdguard or insect mesh rivetted to
rear of frﬂ

me. N
uminium spacer to suit panel
thickness

Kingspan
KS600/900/1000 AWP
& Optimo — horizontally

“ton"wdm diameter butyl rubber

Kingspan KS Integrated Louwre

Snap on cover flashing
35mm ' 30mm'  35mm

Option A — Snap on receiver flashing

Similar detail for Louvre to Louvre joint

Kingspan KS600/900/1000 AWP
& Optimo - horizontally laid
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